
(Check all that apply)

CONTROLLER TYPE: q CP

KIT STYLE: q For OEM Installation     q For Aftermarket / Retrofit Installation

AXLE STYLE: q Integrated     q Loose

AXLE PREPARATION: q TIREMAAX Prepped / Wheel-ends installed by Watson & Chalin (Kit includes controller and tire hoses only.)    
 q TIREMAAX Prepped / Wheel-ends installed by Trailer OEM (Kit includes controller, hubcap assemblies and 
      tire hoses.)
 q Not prepped for TIREMAAX (Select for Aftermarket / Retrofit applications; Kit includes controller, hubcap
      assemblies, tire hoses and axle kit.)

NUMBER OF AXLES: q 1  q 2 q 3 q 4 q Other: 

SPINDLE STYLE: q HN q HP 

HUBCAP TYPE: q Bolt-On 

LUBE TYPE: q Semi-Fluid Grease q Oil     

WHEEL STYLE / MATERIAL: q Dual / Aluminum q Dual / Steel or Combo q Super Single / Aluminum (straight hose)
 q Super Single / Steel (outboard valve stem; 180-degree hose)
 q Super Single / Steel (inboard valve stem; straight hose)

TIRE SIZE: q 17.5" q 19.5" q 22.5" q 24.5" 

COLD TIRE
PRESSURE SETTING (psi): q 70 q 75 q 80 q 85 q 90 q 95 q 100 q 105 q 110 q 115 q 120

TRAILER-MOUNTED q LED - 12V with 65-foot Cable
INDICATOR LIGHT KIT: 

WIRING HARNESS: q Premium, 15-Foot, ABS-ready

For complete price and model number information for a TIREMAAX® system, fax this form to 972.542.0097. 
For additional assistance, please call customer service in the U.S. 800.445.0736.

TO: FROM:  

COMPANY NAME:

DATE: PHONE: FAX:

TIREMAAX® TIRE INFLATION SYSTEM 
ORDERING GUIDE

Watson & Chalin does not provide warranty coverage for the installation, performance or components of a competitor brand tire inflation system installed on a Watson & Chalin  suspension or trailer axle. Any consequential 
damages to the Watson & Chalin suspension or trailer axle resulting from a failure to the competitor brand tire inflation system or components, whether installed by the OEM, repair facility or end-user customer, should be directed 
to the respective tire inflation system manufacturer for warranty coverage.

Watson & Chalin
725 E. University Drive, McKinney, Texas 75069
972.547.6020 • 800.445.0736 • Fax 972.542.0097

www.wcsuspensions-intl.com

Contact Watson & Chalin at 972.547.6020 for additional information.

Information contained in this literature was accurate at the time of publication. Product changes may have been made after the copyright date that are not reflected. 

© 2017 - 2020 Watson & Chalin Manufacturing Inc. All Rights Reserved. All trademarks shown are owned by Watson & Chalin Manufacturing Inc., or one of its affiliates, in one or more countries.

W&C229 Rev A 10-20   Watson and Chalin is a brand of Hendrickson

Printed in United States of America

Actual product performance may vary depending upon vehicle configuration, operation, service and other factors.
All applications must comply with applicable specifications from Watson & Chalin and the respective vehicle manufacturer.

Contact Watson & Chalin for additional details regarding specifications, applications, capacities, and operation, service and maintenance instructions.
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